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§ 195.35–90 Vessels contracted for be-
fore November 23, 1992. 

Vessels contracted for before Novem-
ber 23, 1992, must meet the following 
requirements: 

(a) Each vessel must satisfy §§ 195.35– 
5 through 195.35–20 concerning the num-
ber of items and method of stowage of 
equipment. 

(b) Items of equipment previously ap-
proved, but not meeting the applicable 
specifications set forth in § 195.35–5, 
may continue in service as long as they 
are maintained in good condition to 
the satisfaction of the Officer in 
Charge, Marine Inspection; but each 
item in an installation or a replace-
ment must meet all applicable speci-
fications. 

(c) Each respirator must either sat-
isfy § 195.35–5(b) or be a self-contained 
compressed-air breathing apparatus 
previously approved by MSHA and 
NIOSH under part 160, subpart 160.011, 
of this chapter. 

[CGD 86–036, 57 FR 48327, Oct. 23, 1992, as 
amended by CGD 95–028, 62 FR 51220, Sept. 30, 
1997] 

Subpart 195.40—Pilot Boarding 
Equipment 

§ 195.40–1 Pilot boarding equipment. 

(a) This section applies to each vessel 
that normally embarks or disembarks 
a pilot from a pilot boat or other ves-
sel. 

(b) Each vessel must have suitable 
pilot boarding equipment available for 
use on each side of the vessel. If a ves-
sel has only one set of equipment, the 
equipment must be capable of being 
easily transferred to and rigged for use 
on either side of the vessel. 

(c) Pilot boarding equipment must be 
capable of resting firmly against the 
vessel’s side and be secured so that it is 
clear from overboard discharges. 

(d) Each vessel must have lighting 
positioned to provide adequate illu-
mination for the pilot boarding equip-
ment and each point of access. 

(e) Each vessel must have a point of 
access that has— 

(1) A gateway in the rails or bulwark 
with adequate handholds; or 

(2) Two handhold stanchions and a 
bulwark ladder that is securely at-
tached to the bulwark rail and deck. 

(f) The pilot boarding equipment re-
quired by paragraph (b) of this section 
must include at least one pilot ladder 
approved under subpart 163.003 of this 
chapter. Each pilot ladder must be of a 
single length and capable of extending 
from the point of access to the water’s 
edge during each condition of loading 
and trim, with an adverse list of 15°. 

(g) Whenever the distance from the 
water’s edge to the point of access is 
more than 30 feet, access from a pilot 
ladder to the vessel must be by way of 
an accommodation ladder or equally 
safe and convenient means. 

(h) Pilot hoists, if used, must be ap-
proved under subpart 163.002 of this 
chapter. 

[CGD 79–032, 49 FR 25455, June 21, 1984] 

PART 196—OPERATIONS 

Subpart 196.01—Application 

Sec. 
196.01–1 General. 

Subpart 196.05—Notice to Mariners and 
Aids to Navigation 

196.05–1 Duty of officers. 
196.05–5 Charts and nautical publications. 

Subpart 196.07—Notice and Reporting of 
Casualty and Voyage Records 

196.07–1 Notice and reporting of casualty 
and voyage records. 

Subpart 196.12—Stability Letter 

196.12–1 Posting. 

Subpart 196.13—Station Bills 

196.13–1 Muster lists, emergency signals, 
and manning. 

Subpart 196.15—Test, Drills, and 
Inspections 

196.15–1 Application. 
196.15–3 Steering gear, whistle, and means 

of communication. 
196.15–5 Drafts. 
196.15–7 Verification of vessel compliance 

with applicable stability requirements. 
196.15–10 Sanitation. 
196.15–15 Examination of boilers and ma-

chinery. 
196.15–18 Loading doors. 
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196.15–20 Hatches and other openings. 
196.15–30 Emergency lighting and power sys-

tems. 
196.15–35 Emergency training, musters, and 

drills. 
196.15–55 Requirements for fuel oil. 
196.15–60 Firefighting equipment, general. 

Subpart 196.19—Maneuvering 
Characteristics 

196.19–1 Data required. 

Subpart 196.20—Whistling 

196.20–1 Unnecessary whistling prohibited. 

Subpart 196.25—Searchlights 

196.25–1 Improper use prohibited. 

Subpart 196.27—Lookouts 

196.27–1 Master’s and officer’s responsi-
bility. 

Subpart 196.30—Reports of Accidents, 
Repairs, and Unsafe Equipment 

196.30–1 Repairs to boilers and pressure ves-
sels. 

196.30–5 Accidents to machinery. 
196.30–10 Notice required before repair. 
196.30–20 Breaking of safety valve seal. 

Subpart 196.33—Communication Between 
Deckhouses 

196.33–1 When required. 

Subpart 196.34—Work Vests 

196.34–1 Application. 
196.34–5 Approved types of work vests. 
196.34–10 Use. 
196.34–15 Shipboard stowage. 
196.34–20 Shipboard inspections. 
196.34–25 Additional requirements for hybrid 

work vests. 

Subpart 196.35—Logbook Entries 

196.35–1 Application. 
196.35–3 Logbooks and records. 
196.35–5 Actions required to be logged. 

Subpart 196.36—Display of Plans 

196.36–1 When required. 

Subpart 196.37—Markings for Fire and 
Emergency Equipment, etc. 

196.37–1 Application. 
196.37–3 General. 
196.37–5 General alarm bell contact makers. 
196.37–7 General alarm bells. 
196.37–9 Carbon dioxide alarm. 

196.37–10 Fire extinguishing system branch 
lines. 

196.37–13 Fire extinguishing system con-
trols. 

196.37–15 Firehose stations. 
196.37–20 Self-contained breathing appa-

ratus and gas masks. 
196.37–23 Hand portable fire extinguishers. 
196.37–25 Emergency lights. 
196.37–33 Instructions for changing steering 

gear. 
196.37–35 Rudder orders. 
196.37–37 Markings for lifesaving appliances, 

instructions to passengers, and stowage 
locations. 

196.37–47 Portable magazine chests. 

Subpart 196.40—Markings on Vessels 

196.40–1 Application. 
196.40–5 Hull markings. 
196.40–10 Draft marks and draft indicating 

systems. 
196.40–15 Load line marks. 

Subpart 196.43—Placard of Lifesaving 
Signals 

196.43–1 Application. 
196.43–5 Availability. 

Subpart 196.45—Carrying of Excess Steam 

196.45–1 Master and chief engineer respon-
sible. 

Subpart 196.50—Compliance With 
Provisions of Certificate of Inspection 

196.50–1 Master or person in charge respon-
sible. 

Subpart 196.53—Exhibition of License 

196.53–1 Licensed officers. 

Subpart 196.80—Explosive Handling Plan 

196.80–1 Master’s responsibility. 

Subpart 196.85—Magazine Control 

196.85–1 Magazine operation and control. 

Subpart 196.95—Pilot Boarding Operations 

196.95–1 Pilot boarding operations. 

AUTHORITY: 33 U.S.C. 1321(j); 46 U.S.C. 2213, 
3306, 5115, 6101; E.O. 12777, 56 FR 54757, 3 CFR, 
1991 Comp., p. 351; E.O. 12234, 45 FR 58801, 3 
CFR, 1980 Comp., p. 277; Department of 
Homeland Security Delegation No. 0170.1. 

SOURCE: CGFR 67–83, 33 FR 1158, Jan. 27, 
1968, unless otherwise noted. 
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1 For United States vessels in or on the 
navigable waters of the United States, see 33 
CFR 164.33. 

Subpart 196.01—Application 

§ 196.01–1 General. 

(a) The provisions of this part shall 
apply to all vessels except as specifi-
cally noted in this part. 

Subpart 196.05—Notice to 
Mariners and Aids to Navigation 

§ 196.05–1 Duty of officers. 

(a) Licensed deck officers are re-
quired to acquaint themselves with the 
latest information published by the 
Coast Guard and the National Imagery 
and Mapping Agency regarding aids to 
navigation. Neglect to do so is evidence 
of neglect of duty. It is desirable that 
all vessels have available in the pilot-
house for convenient reference at all 
times a file of the applicable Notice to 
Mariners. 

(b) Weekly Notices to Mariners 
(Great Lakes Edition) as published by 
the Commander, 9th Coast Guard Dis-
trict, contains announcements and in-
formation on changes in aids to naviga-
tion and other marine information af-
fecting the safety of navigation on the 
Great Lakes. These notices may be ob-
tained free of charge, by making appli-
cation to Commander, 9th Coast Guard 
District. 

(c) Weekly Notices to Mariners 
(worldwide coverage) are prepared 
jointly by the National Imagery and 
Mapping Agency, National Ocean Serv-
ice, and the U.S. Coast Guard. They in-
clude changes in aids to navigation in 
assembled form for the 1st, 5th, 7th, 
Greater Antilles Section, 8th, 11th, 
13th, 14th, and 17th Coast Guard Dis-
tricts. Foreign marine information is 
also included in these notices. These 
notices are available without charge 
from the National Imagery and Map-
ping Agency, U.S. Collector of Customs 
of the major seaports in the United 
States and are also on file in the U.S. 
Consulates where they may be in-
spected. 

[CGFR 67–83, 33 FR 1158, Jan. 27, 1968, as 
amended by CGFR 68–32, 33 FR 5729, Apr. 12, 
1968; CGD 95–028, 62 FR 51220, Sept. 30, 1997; 
USCG–2001–10224, 66 FR 48621, Sept. 21, 2001] 

§ 196.05–5 Charts and nautical publica-
tions. 

As appropriate for the intended voy-
age, all vessels except barges, and ves-
sels operating exclusively on rivers, 
must carry adequate and up-to-date— 

(a) Charts; 
(b) Sailing directions; 
(c) Coast pilots; 
(d) Light lists; 
(e) Notices to mariners; 
(f) Tide tables; 
(g) Current tables; and 
(h) All other nautical publications 

necessary. 1 

[CGD 75–074, 42 FR 5965, Jan. 31, 1977] 

Subpart 196.07—Notice and Re-
porting of Casualty and Voy-
age Records 

§ 196.07–1 Notice and reporting of cas-
ualty and voyage records. 

The requirements for providing no-
tice and reporting of marine casualties 
and for retaining voyage records are 
contained in part 4 of this chapter. 

[CGD 84–099, 52 FR 47536, Dec. 14, 1987] 

Subpart 196.12—Stability Letter 

§ 196.12–1 Posting. 

If a stability letter is issued in ac-
cordance with the requirements in 
§ 170.120 of this chapter, it must be 
posted under glass or other suitable 
transparent material in the pilothouse 
of the vessel. 

[CGD 79–023, 48 FR 51053, Nov. 4, 1983] 

Subpart 196.13—Station Bills 

§ 196.13–1 Muster lists, emergency sig-
nals, and manning. 

The requirements for muster lists, 
emergency signals, and manning must 
be in accordance with subchapter W 
(Lifesaving Appliances and Arrange-
ments) of this chapter. 

[CGD 84–069, 61 FR 25313, May 20, 1996] 
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